o B wCIYNDA ™Y - F
* QW OMPACT COMPONENT LOG
. n;" ' CQMPWESSIQN . ,
Modiel: C_G40 Serial No.: 4361 Date Manufactured; 21-Jan-2009
COMPRESSOR . Unit Component

Repair/Replace Serial No. Date Hours Hours Comments
New FE012013316 21-Jan-09 0 0l
ENGINE _ Unit Component

_Make & Size Serial No. Date Hours Hours Comments
GM 3.0 Litre 3.0L44503 21-Jan-09 0 125psi PSV SN 44965-12
SEPARATOR Unit Component

Repair/Replace  Serial No. Date Hours Hours ~ Comments
New €280221B-1 21-Jan-09| 0 285psi PSV SN 43426-9
SCRUBBER Unit Component

Repair/Replace Serial No._ Date Hours Hours Comments
New C280221A-1 21-Jan-09 0 75psl PSV SN 42995-5
COALESCER Unit Component

Repair/Replace Serlal No. Date Hours Hours Comments
New 1073.265 21-Jan-09 _ 0 _|250psi PSV SN 43426-20
BLOWCASE Unit Component

Repair/Replace ~ Serial No. ~ Date Hours Hours Comments
New _1C280536E-2 —21-Jan-09 .0 0




. AB-83 2003/11
CONSTRUCTION DATA REPORT FOR PIPING SYSTEMS

In accordance with the provisions of the Safety Codes Act

Shop Construction &; Field Construction OJ; Final Data Report [
Partial Data Report O (from one ABSA-authotized Contractor 1o mother ABSA-
authorized Contractor).

Complete both sides of this Form

1, Constructed By: Compact Compression Inc. Owner’s Job No: 4361

 (Name of ABSA authorized primary contractor or subcontractor)
#8, 1820 - 30 Avenue NE, Calgary, Alberta T2E 7M35
(Address)
Alberta Quality Program No, AQP-21112 Expiry Date: June 18, 2010

2, Constructed For: As Above

{Name of primary contragtor If dilferent from above)

As Above -

{Address)
Alberta Quality Program No. AQP- Expiry Date:

{Required when the primary contractor undertakes some/all of the quality Tunetions, ¢.g., Mat | supply, NDE, PWHT, Tie-in, (2brication, hydro test, final assembly ete.)

3. Owner; /\s _Above

(Namé and éddress) ‘

MG i e o
4, Plpmg Design A]berta Reglstratlon No PP-

{Required if aggregate piping volume 1s over 0.3m")

5. WP No.: WP- ; Company: . ‘ s Owner's WP No, (If nsed): WP-
{Alberta Registration No.) ' (Alberta Registration No,)
WPS No(s), used: 3 Owner’s WPS No(s). (If used):
6, Code; ASME B31.1 Non Boiler External Piping O, ASME B31.1 Boiler External Piping [,

ASME B31.3 [ - Service category: Normal 3, D [, M [, High Pressure [, B31.50; B31.9 [

Drawing No, Fluid

Test Pipe Mar'l Pipe NP8 | Tlange PWHT/ Othet
Rev. No, (Air/Sim. Medium Spee. & . & Material & | Preheat NDE
Line-No. Ele.) Grade Schedule | Rating Temp, °C
P1001 Rev 4 ; 25.4,38.1&[ Al05N
50.8 mm | 20069 kPa
. sch 80 :
P1002 Rev 7 (ag 1723 148 1896 | Alr AlQ6E 308 [38.1&50.8] A103N N/A VT
‘mm sch 80| 20069 kPa
P1003 Rev 5 Water 482/ 148 530/ Alr A1068 318 | 254&50.8 N/A N/A, VT
1723 | 1896 mim sch 80 )
Pi004 Rev 9 Gas 345/ 148 758/ Alr Al06B 318 | 1277190, /A N/A VT
1723 1896 254 mm
. . 1 sch &0
P1003 Rev ] (as 482 148 530 Alr AlLOSD 3,18 [254850.8] AlOSN N/A VT
: ) ‘mm sch 801 1034 kP4
PI006 Rev8 | Gas 482 | 148 530 Air ~ A106B 318 254&50.8 | AI05SN N/A VT
; : mm seh 80|~ 1034&
2069 kPa )
P07 Rev 2 Gas 1723 148 1896 Alr Al06B 318 254 schB80] ALOSN N/A VT .
2069 kPa
P1008 Rev 6 Gas | 1723 | 148 1896 Alr ALGEB 308 [12.7sch80F  N/A N/A VT
PLOO9 Rev 12|  Gas 1723 | 148 1896 Air A10GB 118 |127254&) WA N/A VT
, 38.1 mm
sch 80 . i
PIGII Rev 5 Gas’ 1723 148 1896 | Adr Al0cB 3.18  }50.8 sch80] AIOSN N/A - VT
10348
2069 kPa
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AB-83 2003/11

Partial Data Reports, properly identified and certified by ABSA- authorlzcd contractors, as listed below are attached to
and form part of this Data Report [

No.

Line No.

Spool No.

Drg. No.
with Rev, No,

Contractor
Name

AQP
No,

Explry
date

Remarks: Provide additional cothments including noting any code work that was not performed by the ABSA-

authorized contractor(s) supplying this document as a Partial Data Report but which must be completed by

another ABSA-authorized confractor who assumes overal! responsibility for conformance with the Safety Codes

Act & Regulations and applicable ASME Codes, and who assures that all required code work is completed prior
to uttm the piping system into service. _ _ o

Endorse certificate ‘A’ or ‘B’

A. CERTIFICATE OF COMPLIANCE,

Signed by the subcontractor when supplying this certificate as a
Partial Data Report

We certify that the statements in this Data Report are
correct and that maiterials, construction and
workmanship of the piping fabrication conform to the
registered quality system and the applicable Piping
code(s).

Date:

Subcontractor

Print Authorized Representative’s Name
This certificate is not valid unless it forms part of a

Signature

. We certify that the statements in this Data Report

Final Data Report signed by Primary Contractor

e e e ey

B. CERTIFICATE OF COMPLIANCE

Sigmd by the primary contractor when supplying this certificate as a
Final Data Report

are correct and that piping job no, 4361

described in this Data Report was constructed in
accordance with the Province of Alberta Safety
Codes Act and Regulations, and applicable
ASME Piping Code(s).

CCI {\

Date: 21-Jan-2009

G. Plett

job no, 4361

I, the undersigned, employed by  Compact Compression Ine,

CERTIFICATE OF INSPECTION

have inspected the piping

described in this Construction Data Report and state that, to the best of my

knowledgé and belief, the Contractor has constructed this piping in accordance with the applicable Sections of
the ASME Piping Codes and Province of Alberta Safety Codes Act and Regulations.

Date: January 21, 2009 [\

G, Plett

Print Owner’s Inspector’s Name

t s [n pcctm s Signature

Date:

Name: Sign.:

ABSA Safety Codes Officer
{BOILER EXTERNAL PIPING ONLY)

Current version of (his Form may be obtained from www.alsa.ca

Page 2 of 2.
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FORM U~1A MANUFACTURER'S DATA REPORT FOR PRESSURE VESSELS
{Alternative Form for Single Chamber, Completely Shop or Fabricated Vessels Only)
As Required by the Provisions of the ASME Gode Rules, Section VI, Divislon 1

1. Manufactured and certifled by

. Manufactured for

HENRY TECHNOLQGIES LIMITED 36 Cralg Streat Brantford Cntarie N3T 5T6 Cenada

(Nama and address of manufaciurer)

COMPACT COMPRESSION

#8, 1820-30 AVENUE NE Calgary AB T2E 7M3

{Narms and addrass of purchiasnr)

3. Location of instgllation UNKNOWN
’ - (Name and atldross) .

4, Typo ‘Horlzontal C280221B (1-3) RB5697.213 5210111 NIA 2008
(Horiz. or vert., ank) {Mfr's sertal No.} {CRN) (Drawing ne.) Natl Bd. Ne.) {¥oar buill)

(52}

i
.The chemical and physical properties of all parts meet the reguiremants of matesial specifications “of the ASME. BOILER AND PRESSURE

VESSEL CODE. The design, construction, and workmanship conform {o ASME Ruies, Sestion VI, Division 1 2007 EDITION
! Yoar
o 1618-5 -
Addenda (Dals) Code Cnse Nos. Spaclal Sevice per UG-120{d}
6. Shell: SA 538 3/ g 14" 0.D. 31
Mall. {Spec, No,, Grada) MNom. Thk, {In.) Corr, Allow. {in.) Diam. 1, 0. 4L, & in.) Length (ovarall) (fl, & in.)
7. Seams: ERW Nens 86% - SNGL/BUTT/BACK Neng 65% 1
Long. (Welded, Dbl, 8ngl,, Lap, Bult) R T. {Spot or Full) Eff, (%) M.T.Temp ('F}  Tima (hr)  Girth {Wolded, Dbl,, Sngl, Lap, But) R, T, (Spol F;ﬁ. No. of Courses
8. Hoads: (a) Matl SA 51670 (b) Mt N
) [Spes, No., Grade) {8pag, No., Gragde),
‘Locatlon {Top, Minlmum Corrosion Crown Knuckle Elliptical Conical Herispherical Flat Sicle To Pressure
Bottora, Ends} Thickness Aflowance Redius Radius Ratio Apex Angls Radiug Diameter {Convax or Congave)
(a) END 02038 18" 21 . . ) - CONCAVE
l(b) END 0.2838" 118" - . 21 CONCAVE
€ removabla, bolis usad {dosoribe other fastenings) ]
' (Mat, Spec. No., Gr., Slze, No,)
g, MAWP 285 ) n pst. at max. temp. 250 . °F.
{infemai) {etamal) {intamal) {oxternal)
Min, design metal temp. 20 °F at 285 psi. kipdomx pneu., RrrERAX tost prassure 3135 psi.
10. Nozzies, Inspeciion and safety valve opanings: X
Purpose {Inlet; Dlam, Mom. Refnforeament Fow
Outlet, Drain}) ~No. or Size Type Matl, Thk. Mati, Attacihed L.ocation
GONN, P 2 CPLG. SA-106N B000LB . WELDED SIDE/END
CONN, 3 1-1/2" CPLE. SA-105N 60001 . " WELDED TORISIDE
GONN, 2 1" CPLG SA-105N GO00LB WELDED TOPIBTM
CONN. 2 KIEY CPLG. SA-105N 8000LE WELDED TOPISIDE
CONN, 2 12 CPLG. SA-106N 600CLE WELDED " TOPBOTTOM
11, Supports: Skirt NG lugs “ Legs L. Other SADDLES(2) Aftached BOTTOM / WELDED
{Yes orno) No.) (No.) {Dasoriha) (Whero and how).

12, Remarks: Manufacturer's Partial.Data Reports proparly ldentified and slgned by Commissioned nspectors have been fumishad for the foliowlng

{Name-oF part Jem-number; R g Bemeamant Idaiying Staf) = m T T e e e e =

HOT FORMED

CERTIFICATE OF SHOP / FIELD COMPLIANCE
We cortlfy thal the statements made In this reporl are correct and that.all detalls of deslgn, material, construction, and workmanshin of this vessel

conform to the ASME Code for Pressure Vessels, Seollon VI, Division 1. “U" Certificate of Authorization No. 20646

oxpires

05/06/2000

Date "yl 19/0

Co, Name

HENRY TECHNGCLOGIES LIMITED

Signad Wf\{‘:\.\,{‘}\i\ﬂ\&> \Qwﬂﬂxﬁ%

{Manufaclurer) {Representalive)
- CERTIFICATE OF SHOP / FIELD INSPECTION
Yesgol copsiructed by HENRY TECHNOLOGIES LIMITED al. 36 CRAIG ST, BRANTFORD, ONTARIO CANADA N3T 8T6

I, the undarsigned, holding a valld commission issusd by the Netional Beard of Boller and Pressure Vessel Inspectors and the Staie or Province of
Onlarlo and employed by - 1884,

have Inspeciod the component dascribed In this Manufacturer's Data Reporl on :j’ wdi 8 ) wre

{o the best of my knowledge and belied, the Manufacturer has constructed thls pressure vassal In @ecordance with ASME Code, Section VI, Divislon

1, By Signing this cerfificate neither the inspecior nor his employer makes any warranty, expressed or implisd, concerning the pressure veasel

, and siate that,

described in this Manoufacturer's Data Report. Furthermore, nefther the Inspector nor his employer shall bs llable in any manner for any personal

Injury” or
Date

roperty damage or a Ioss of any kind adising fr

18,08 soned

connected with this Inspection,

A

Commissions

(Authorizad Inayéftor)

WB 121 7% /]/u o 35

[Nat| Board (Ind), enidorsemants), Slata, Prov, and Na.)

This vessel does not require ah Alberta Certificate of Inspection per Alberta cx-Frosseo0non
Regulation 49 2006, Section 33 (c)

UiA Ext« Revislon 13



FORM U-1A MANUFACTURER'S DATA REPORT FOR PRESSURE VESSELS :
(Alternative Form for Single Chamber, Completely Shop or Field Fabricated Vessels Only) ©CUST. P.O.NO: 14002
As Required by the Provisions of the ASME Code Rules, Section VIil, Division 1

1

. The chemical and physical properties of all parls mest the regufrements of matedal specificationg of the ASME BOILER AND PRESSURE

. Manuactured and certified by 1ENT Y TECHNOLOGIES LIMITED, A6 CRAIG STREEL __BRANTFORD, ONTARIO CANATMA WAL 5TA

(Name and address of manufaclurer)

. Manufactured for  COMPACT COMPRESSION, #3, 1820 - 20th AYENUENE, CALGARY, AR T2H-TM3

{Nnme and address of purchaser]

. Location of inslaliaton  UNKNOWN
.S Q;“.Q&Ex‘ o ' {Neme and address)

. Type: HORIZONTA) C28_0221/\~(l—3) P R5660.213 52190401 NiA 2008
{Huriz. or verl. tank) (Migr's sorlaf Mo.) {GRN) (Deawing no.) {Matl B Mo} (Year buill)

VESSEL COPE, The design, conslruction, and workmanship conform to ASME Rules, Seclion VI, Diviston 1 2007 ERITION

Yoar
o - . 15185 .
Addanda (Dale) Cota Case Nos, Spacial Servico per UG 120{d)
6. Shail: SA-53 CGrB 348" 18 14" QR 3l
atl. {Spac. Mo, Grade) Nora. Thi. (in.} Carr. Allow. {in.) Diam. 1O, (it & in,) Length (ovaral) (f, & in.}
7. Seams: _° ERW NONE, . 85% - - SNGL BUTT / BACK NONT, 65% |
’ Long. {Weldad, Dbl,, R.T. (Spol or Full) [S{AVO] H.T. Temp (°F) Thne {hr} Glrth (Weldad, Db, R.T. {Spot, Eff.{%) Mo. of Courses
sngl,, Lap, Butl) Snyl,, Lap, Buil) ' or Fully
8. Heads: (a) Mall, SA-510 Gr 1) {b) Matl. SAS16 CGir 70
{&pou Mo, Grade) {8pec No,, Grade)
Locatlon {Top, |  Minimum Corrosion Crawn Knuckle Ellipticai Conical Hamiapherical Flat Side lo Pressure
Blollon, Ends) Thiclness Allowance Radius Radlus Ralio Apex Angia Radlug Diamneter | (Convex g Congave) |
(a) END L 0.2038" /8" - - ‘ 2:1 - - - CONCAVE
(b} LINT> Q.2038" 1/8" - - 21 - » - CONCAVE
It ramovabile, bolls used (deserlbe other fastenings) -
(W&l 8poc. No., Gr., Sizé, No.)
9. MAWP 200 - pat at max. temp, 200 - °F
(internal) {oxiernal) {Infernmaf) (exterhal)
Min, deslgn metal temp. =20 Fal 200 psl. PSR, phau., GBIt ost pressure 220 *opsi,
10, Nozzies, inspection-and safely valve openings! .
PLIPOSH IYam, Nom. Rainforcement How
(tnlet, Qutlet, Drain)| No, of Slze Type Matl. Thk, Matl, Altachad Location
CONN, 1 2" CPLG. SA-105N 6000 LR 1 i WELDED Ton/End/Bim
COMNN, 3 i CPLG. SA-105N - 6000 LB e WELDED TQP/BOTTOM
CONN, 2 1 CPLAI. SA-1O5N 600013 - WERLDED TOPBOTTOM
11, Supporls: Skirt NO Lugs - Logs - Other SADDLES (2) Attached BOTTOM / WELDED
(Yes or no) {No.} {No.} {Describe) {Whare and how)

12, Remarks: Manufacturar's Partial Data Reporis praperly Identifled and signed by Gommissioned Ingpaciors have hean furnlshed for the following items of the reporl: -_".-____“_,H,...W.

NO IMPACT TEST REQUIRED AS PER UCS-66

(Name of part, o number. Migr's name and identifying starmp} T

I\

1EADS ARE FOT FORMED

CERTIFICATE OF SHOP f FIELD COMPLIANCE -
Wa certify that the slatements mada in this report are correct and that all detalls of design, matarlal, construction, and wdrkmanshlp-of this vessel

conform la the ASME Code for Prassure Yessels, Seotion VIli, Divislon 1. "U" Certiflzats of Authorlzation Mo, 20646
oxplres Jun-05-2009 . S . o % ,@f\ g7
Date @MSXW Co. Namo  aNRY TRCHNOLOGIES LIMITEL Signed Um}‘ii‘“&k dilion il ha iﬁ"\“’@ -
{Manufacturer) {Representative) ]
CERTIFICATE OF SHOP ! FIELD INSPECTION
Vessel constructed by HENRY TECHNOLQGIES LIMITED at 16 CRAIGSTREET  BRANTFORD, ONTARIQ CANADA NIT TS
1, the undersigned, holding a valld commisslon issuad by The Natlonal Board of Boller and Pressure Vessel Inspactors and the Stats or Provinee of
ONTARIO and emplayed by T.8.5.A
hava Inspaélad the componont deseribed In this Manufacturer's Data Roport on SELT 1 2006 , and siaio What,

1o the best of my knowledge and balief, the Manufacturer has.constructad thls preséure vesssl In accordance with ASME Code, Section Vill, Division
1, By sigrilng this cerlificate neither {he Inspector nor his employar makes any warranty, expressed of Implied, concerning the prassure vessel
desoribed in this Monufacturar's Data Répert, Furtharmora, neither the inspector nor nis ompleyer shall be liable in any manner for any personal
injury ot properly damage or a loss of any kind arisin &@\1 r gopngctod with this inspection. o we L
Date *:@I_LMWQ_ Signed wj. j« e’ Gommissions (9Mf 9"’1‘3
{

Aulhorizad Ingpoctor) (Nat'l Board. (incl, endorsemenls) State, Prov. and No.)

et et

GEI
This vessel does not require an Alberta Certificate of Inspection per Alberta
Regulation 49 2006, Section 33 (c)



FORM U-1A MANUFAGTURER'S DATA REPORT FOR PRESSURE VESSELS
(Alternatlve Form for Single Chamber, Completely S8hop or Fleld Fabricated Vessels Only}  CUST. P.O#: HEMRY

As Required by the Provisions of the ASME Code Rules, Section VIll, Division 1 STOCK.
1. Manufactured ard cartified by HENRY TRCHNOLOGIES LIMILED, 36 CRAIG STRIEET BRANTFORD, ONTARIO. CANADA NIT. 316
’ {Name and addross of manufacturer)
2, Manufaciured for - COMPACT COMPRESSION, #3, 1820 - 30t AVENUE NE, CALGARY, AR T2E-TM3
: {Nama and address ol purchaser)
3. Localion of Installation  UNKNOWN
Bd o (Namg and address)
4. Type. HORIZONTAL C280330F1-2) T4262.213 R2Z50788A /G N/A 2008
Horfz, or veri. tank) {Mlgr's sarial No.) {CEN) (Prawing no.) {Nai'i Bd, No.) (Year bullt)
8. Tha chomical and physleal propertles of all parts meet the requirements of material specifications of the ASME BOILER AND PRESSURE ~
VESSEL CODE. The design, conglruction, and workmanship conform le ASME Rules, Sectlon VIll, Bivision 1 2007 EDITION
Yoar
{0 w“ ] 5 ‘ 8"5 = PR
Addenda-{Dols) Coda Case Nos. Spoecial Servica por UG 120{d)
G. Shel: SA-106 GR 13 0.280" NI, G-5/87 O D. 43"
Mall, {Spec. No,, Grade) Nein. Thi, {in.} Corr. Allow, (In.} Dam, LD, (1L &) Length {ovarall} (I, & In.)
7. Seams: - SMIS PIPE — NONE . 3% - - - SNGL, BUYT/BACIK NONE, 65% 1
Leng. (Weldad, Db, R.T. (8pot or Fulf) Eif, (%) H.T. Temp (°F) Time (hr) Girth {Weldad, Db, R.T. (Spol, BI.{%) “No, of Coursas
Sagl., Lap, Buat) Sngl., Lap, Bull) or Fully
8. Heads: (a) Matl, SA-234 WP : (b) M, §A-234 WPB
18poc No., Grade) ' “(8pec No,, Grade)
Lacation (Top, Minimum Corrosion Crown Knuckle Eliptioal Conleal Hemispharical Flat Side 1o Pragsure
Boliom, Ends) Thicknoss Allowance Radius Radius Ratio Apox Angle Radius Dlameter | (Gonvex or Gongave) |
{a} END 0.2450" NIL " - 21 - - - CONCAVE
b} END 0,2450" NiL - - 21 - - : - CONCAVE
If removabie, bols used (desciiba other fastenings) -
fidstl, Spac, Mo, Gr, Slze, No.)
3, MAWPR 250 : - psi al max. emy, 300 - °F
{intarnal) {oxlemal) {ivfarnal) {BRIETHRTY _
Min. deslgn metal temp. W20 °F at 250 psl, WEHEE prew., SFERHIEY tost prosowre 275 N psi
10. Nozzles, Inspeclion and safety valve openings:
Purposs Diam, : Nom. Ralnforcement How
{Infet, Qullet, Drain)|_Mo. ot 8lza Type Mat!. _ Thi. Matl, Allached Location
CONN, 2 2" CPLL SAL05N 3000 LB : - WELDED END
CONN. 3 i Q-LET : SACN 3000 L13 - WHLDED TOPR
1. Supports: Skirt NO lugs - Legs - Other - Alached -
(Yos orno) (Ne.) . - (Nev) {Poscribe) {Where snd how) .

1

2. [emarks: Manufacturer's Partial Data Reperis propedy [dentified and signed by Commilssloned fnapectats have bean furnished for the following lems of the reporl: -

[Name of part, iam numbar, MIgrs name ang kefilying slamp)

NO IMPACT TEST REQUIRED AS PER UCS-66. -DESIGNED ACCORDING TO 1UG-22(¢ -

FOR NON-CORROSIYE SERVICE, -VESSEL LIFETIME O) 5 YEARS

- -2.628.000 CYCTES FROM. 0,10 250 PSIG. ALLOWED. .
) CERTIFICATE OF SHOP [ FIELD COMPLIANCE ]
We cerllly thal the statemants made in this report are correct and Whalall details of dasign, material, construetion, and warkinanship of this vessel :
conform 1o the ASME Code for Pressure Vessels, Saclien VIIl, Division 1. "L Gertficals of Aulherization M. 29649

axpireg™) Jup-Ra-2000

Dala { ; /Q Co. Name gy TECHNOLOGIEL LIMITED Signed %
{Manufasiarer)

NMI“M%“'MM .

~* " iRepreseplalive),

.. : CERTIFIGATE OF SHOP { FIELD INSPECTION U
Vassal construclad by HENRY TECHNOLOGIES LIMITED al 36.CRAJG STREET  BRANTFORD, ONTARIO  CANADA N3IT 376
I, the undarslgnad, holding a velld commigslon lssued by The Natienal Board of Bollar and Prossure Vessel Ingpeclorg and (ha State or Provinee of

ONTARIO and employed by : 1.5.5.4, QF ONTARIO

have inspecled the componant descitbed in this Manufacturer's Data Reporl on . , and siale lhat,
todhe best of my knowledye and balief, the Manufaclurer has consliicted this pregsure vessol [n accordance with ASME Code, Seclion VIII, Division
1. By signing thls cerlificate neliher the Inspecior nor hls employer makas any warrarty, exprassed or implied, concerning the pressure vessel
doscribed In this Manufaciurer's Dala Report, Furthermore, neithar the Inspector nar hls smployer shall bs flable in any ranner for any personal
injury or proparty damag(? or & loss of any kind arlsing frubfolm inacigd with this Inspestion, QN 3 ﬁ
1

Dale L ldw. 2.0 Signad Commyssions

{Mat) Seard. {indt, endorsemonts) Slals, Prov. ang No.)

&
- (Aulhorlzé{i'lnspeclor)
N
CEl
[Form 1002 Rev. 8

This vessel does not require an Alberta Certificate of Inspection per Alberta
Regulation 49 2006, Section 33 (¢)




s b ' o ' ' 7719 - 69 Streot
LO 1_ ech Manufacturing Inc. : - Edmonton, Alberta T6B 1v4

o Phone: (780) 440-5064
Fuel Gas Scrubbers e - Desiccant Dehydrators o Check Valves o _ Fax: (YSQ) 440-56172

Certificate Of Combli-ance

I Hereby Certify That The Below Registered .Category “H” Pre-ssﬁré
Fitting Has Been Designed, Manufactured, and Pressure Tested In
. Accordance With The Alberta Safety Codes Act, CSA B51 And ASME |
Section VIII, Division 1, 2007 Edition, 2008 Addenda.

CRN  |0H6408.213
SN [1073.265 o :
Diameter | 6.625 |Inches Overall Length| 18 {Inches
Year Built | 2009 | | _
MAWP - | 400 [PSIG @ | 300 [°F
- MDMT  —20°F | |

C.A. 0.125 |Inches

Radiography | N/A | :
PWHT : Time | N/A |min, Temp.| N/A |°F
Hydro Tested @ | 520 [PSIG |

Quality _Cdntrol Mahager
Dennis Klokocki

- Januaty 8, 2009



Serial Number :

Custorner :

Taylor Valve Technology, Inc

8300 Southwast 8th Street
Oklahoma City, Oklahoma

4342620  tolophone: 405.787.0145 feesimile: 405.709.6100 Certificate Number: 39735.4583
0G1316.2C  email: info@taylorvalve.com '

KINGS ENERGY SERVICES Daie : 14-0Qct-08

277, 28042 HWY 11

RED DEER COUNTY, ALBERTA Sales Order#t ; 43426

T4S 214 Customer P.O. #. 15325

Safety Relief Valve Certification

Taylor Valve Technology, Inc. Safety Relief Valves are dasigned, manufactured and tested
in accordance with the provisions of the ASME Boiler and Pressure Vessel Code,
Section VIII. This Valve is certified to relieve within plus or minus 2 psi of the
set pressure 70 psig or below, and plus or minus 3% of set point for prassures above 70 psig,
as allowed for within the provisions of ASME. The published relieving capacities have been
certified by the National Board of Boiler and Pressure Vessel Inspectors.

Model Number ;
Bady Slze :

Part Number
Body Configuration

Body :

Seat Frame :
Seat Housing :
Trim :

Seat !

Valve Specifications

Taylor Model 8200 Soft Seat Orlfice : : D
1 Inch Qrifice Diameter 0.404 Inches
: 8204341311 : Orifice Area : ©0.128 In”
;P MNPT X 1" FNPT ~Oporating Temperaturs 70 °F
Spring Range . 2186-350 P8I
Set Pressure . 250 PSIG
Materials
WCB Carbon Steal Spring ; 17.7 PH Stalnless Steal
. Carbon Steel Guide : 304 Stainiess Steel
: 17.4 PH H900 Stainless Steel Adjustment Screw : Carbon Steel with EN Plating
Standard Optichs : Nonhe
FKM 90d

Set Pressure Specifications

Customer Unlts ASME Units
Set Pressure ! 250 psig “ SetPressure - 260 psig
ASME High Set Limit ; 258 pslg ASME High Sef Limit : 258 psiy
ASME Low Set Limit 243 psig ASME Low Set Limit : 243 psig
ASME (90%) rated capaclty at set pressure for indlcated fluid, specific gravity and temperature.
Certifylng Fluid : Alr 571 SCFM Spec Gravity : 1,00 Temp : 60 oF
AR 520 (100%) calculated capacity at set pressure for indicated fluid, specific gravity and temperature,
Test Fluld : Air 628 SCFM Spec Gravity : 1.00 Temp: 60 oF
Prepared by ;. MELISSA BREWER
Department : Customer Service Signed
Approved by : MELISSA BREWER
Department : Quality sgned 1T
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Serial Number

Customer ;

: 4496512

Taylor Valve Technology, Inc

8300 Southwest 8th Street
Oklahoma City, Oklahoma
telophone: 405,787.0146 facsimile: 405.789.6198
0G1316.2C  emall: info@taylorvalve.com

KINGS ENERGY SERVICES
277, 28042 HWY 11

RED DEER COUNTY, ALBERTA
T4S 214

Customer P.O. #.

Certificate Number: 39813.3244

Date: 31-Dec-08

Sales Order#, 44965
15964

Safety Relief Valve Certification

Taylor Valve Technology, Inc. Safety Relief Valves are designed, manufactured and tested
in accordance with the provisions of the ASME Boiler and Pressure Vessel Code,
Section VIII. This Valve is certified to relieve within plus or minus 2 psi of the
set pressure 70 psig or below, and plus or minus 3% of set point for pressures above 70 psig,
as allowed for within the provisions of ASME. The published relieving capacities have been
certified by the National Board of Boiler and Pressure Vessel inspectors.

Mode! Number

Body Size ;
Part Number :

Body Gonfiguration

A2 MNPT X 1" FNPT

Valve Specifications

. Taylor Model-8200 Sofi Seat Orifice :
1 inch Orlfics Diameter ;
82E4051311 Orifice Area .

Operating Temperaturs © -
Spring Range ©
Set Pressure :

E . N
0.520 Inches
0.242 In
70 °F
101-225 PSI
125 PSIG

Materials
Body : WCB Carbon Steel Spring : 17.7 PH Stainless Stael
Seat Frame : Carbon Steel Guide : 304 Stainless Stee! _
Seat Housing : 17.4 PH H900 Stainfess Steel " Adjustment Screw : Carbon Steel with EN Plating
Trien ; Standard Options ; None
Seat : FKM 90d
Set Pressure Specifications
Customer Units f ASNME Units
Set Pressure : 125 psig " Set Pressure ! 125 psig
ASME High Set Limit : 129 psig ASME High Set Limit : 129 psig
ASME Low Set Limit : 121 psly ASME Low Set Limit ; 121 psig
ASME (90%) ratad capacity at set pressure for Indigated fluld, specific gravity and temperature.
Certifying Fluid : Alr 469 SCFM Spec Gravity : 1.00 Temp : 60 oF
API 520 (100%)-calculated capacily at set pressure for indicated fluid, speclfic gravlty and temparature,
Test Fluld : Air ) 516 SCFM Spec Gravity : 1.00 Temp : 60 oF
Prepared by : MELISSA BREWER
. JIsy A R
Department : Customer Service Stghad 7%%9 %M [/}i ik f( W " ik
Approved by . MELISSA BREWER
n R
Department : Quality Signed (’ Coo J'J )J 1 /' o L4




Taylor Valve Technology, Inc
- 8300 Southwest 8th Street
Okiahoma City, Oklahoma

Serial Number : 43426.8 telophane: 405.787.0145 facsimlle: 405,76.5198 Certificate Number: 39735.4578
0G1316.2C emall: Info@taylorvaive.com
Customer . KINGS ENERGY SERVICES Date: 14-Qct-08
277, 28042 HWY 11
RED DEER COUNTY, ALBERTA Sales Ordar# : 43428
T43 2L4 Customer P.O. #: 15325

Safety Relief Valve Certification

Taylor Valve Technology, Inc. Safety Relief Valves are deslgned, manufactured and tested
in accordance with the provisions of the ASME Boiler and Pressure Vessel Code,
Section VI, This Valve is certified to relieve within plus or minus 2 psi of the-
set pressure 70 psig or below, and plus or minus 3% of set point for pressures above 70 psig,
as allowed for within the provisions of ASME. The published relieving capacities have been
certified by the National Board of Boiler and Pressure Vessel Inspectors.

Valve Specifications

Madal Numbar : Taylor Model 8200 Soft Seat Orifice ) D
Body Size : 1 Inch Oriflce Diamster : 0.404 Inches
Part Number : 82D4341311 Qrifice Area . 0.128 In
Body Configuration : " MNPT X 1" FNPT “Oparating Temperature : 70 °F
Spring Range : 216-3560 P8I
Set Pressure 285 PSIG
Materials
Body : WCB-Carbon Steel ) Spring : 17.7 PH Stainless Steel
Seat Frame ; Carbon Steel Guide : 304 Stainless Steel
Seat Housing : 17.4 PH H800 Stalnless Steel Adjustment Screw : Carbon Steel with EN Plating
Trim : Standard Options : None

Seat : FKM 20d

Set Pressure Specificationa

Customer Unlts ASME Units
Set Pressure 286 psig \// ) Set Pressure 285 pslg
ASME High Set Limit ; 294 psig ASME High Set Limit : 204 psig
ASME Low Set Limit 278 pely ASME Low Set Limit : 276 psig
ASME (90%) rated capacity at set pressure for indicated fluid, specific gravity and temperature,
Cortifying Fluid : Alr 647 SCFM v/ Spec Gravity : 1.00 Temp : 80 ofF
AP| 520 {100%) calculated capacity at set prassure for indicated fluld, specific gravity and temperature.
Test Fluid : Alr 711 SCFM Spec Gravity : 1.00 Temp : 80 oF
Prepared by : MELISSA BREWER '
Department : Gustomer Service Signed .
Approved by : MELISSA BREWER
Department : Quality Signod E
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Taylor Valve Technology, Inc

8300 Southwest 8th Street
Oklahoma City, Oktahoma

Serial Number : 429956-5 talephone: 406,767,0145 facsimllo: 405.780.8198 Certificate Number: 39706.4274
0G1316.2C emall: info@laylorvalve.com
Customer : KINGS ENERGY SERVICES Date ; 15-8ep-08
277, 28042 HWY 11
RED DEER COUNTY, ALBERTA Sales Order#: 42995
T4S 214 Customer P.O. #: 15139

Safety Relief Valve Certification

Taylor Valve Technology, Inc. Safety Relief Valves are designed, manufactured and tested
in accordance with the provisions of the ASME Boller and Pressure Vessel Code,
Section Vill. This Valve is certified to relieve within plus or minus 2 psi of the
set pressure 70 psig or below, and plus or minus 3% of set point for pressures above 70 psig,
as allowed for within the provisions of ASME. The published relieving capacities have been
certified by the National Board of Boiler and Pressure Vessel Inspectors.

Valve Specifications

Model Number : Taylor Medel 8200 Soft Seat Orifice ; F A
Body Size : 1 Inch Orifice Diameter : 0.674 Inches
Part Number : 82F2661317 Orifice Area 0.357 In®
Body Configuration : 1" MNPT X 1-1/2" FNPT “'Operating Temperature ; 70 °F
' Spring Range 35-76 PSI
Set Pressure : 75 PSIG
Materials _ o
Body . WCB Carion Steel Spring : 17.7 PH Stainless Steel
Seat Frame : Carbon Steel o Guide ; 304 Stainless Stesl
Seat Housing : 17.4 PH H900 Stainless Steel Adjustment Screw : Carbon Steel with EN Plating
Trim » Standard Optlons : None

Seat : FKM 90d-

Set Pressure Specifications

Customer Units ‘/ ~ ASME Units
Set Pressure . 75 psig Set Pressure 75 psig
ASME High Set Limit : 77 psly ASME High Set Limit : 77 psig
ASME: Low Set Lirmit : 73 psly ASME Low Sef Limit : 73 psig
ASME (90%) rated capacity at set pressure for indigted fluid, specific gravity and temperature,
Certifying Flutd : Ajr 531 SCFM Spac Gravity : 1.00 Temp : 60 oF
ARI 520 (100%) calculated capacity at sef pressure for Indicated fluld, specific gravity and temperature,
Test Fluld : Alr 584 SCFM Spec Gravity : 1.00 Temp : 60 oF
Prepared by ;. MELISSA BREWER ‘
Department: Customer Service sgned |
Approved by : MELISSA BREWER
Department : Quality Sgned |




