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BILL OF MATERIALS
P-200/210 6B-200/210 DRIVE INEO EM-200/210 BH-300 EF-300 ED-300 ITEM Qry. DESCRIPTION
SEEPEX PROGRESSIVE CAVITY PUMP NORD GEAR REDUCER, T vow. [ . T W WEG ELECTRIC MOTOR, RUFFNECK ELECTRIC HEATER EXHAUST FAN, EXHAUST LOUVER, —
BN 130-12/A1—C1—L8—FO—4EMA.1-X MODEL: SK72VLF/320TC BS, - - - 50HP, 1780RPM, 326TC FRAME FX5-600360—200T 12 AC/HR, MANUAL ADJUSTMENT, PI-100 1 PRESSURE INDICATOR, 0-30PS| RANGE, DUAL SCALE, LIQ. FILL, 4", 1/2" NPT
SUCTION: 8"—150f RF 1:8.19 TURN DOWN RATIO OUTPUT SPEED (RPM)| 220 | 143 | 270 3PH/60HZ/575V, 20KW, 600V/60HZ/3PH 120V/60HZ,/1PH 12x12, INSIDE OPERATOR —
DISCHARGE: 8"—1504 RF VOTOR SPEED (RPM) | 1800 | 1171 | 2218 CLASS | DV | (TEXP) PIPE MOUNT KIT ¢/w BIRDSCREEN PI-200/210 2 PRESSURE INDICATOR, 0-300PSI RANGE, DUAL SCALE, LIQ. FILL, 4, 1/2° NPT
MIN 143RPM, 220GPM @ 100PSI
MAX 271RPM, 440GPM @ 100PSI FREQUENCY (HZ) 60 | 9 | 74 PIT-200 1 PRESSURE INDICATING TRANSMITTER, ROSEMOUNT 2088G3522A1S1M5CS,
DESIGN: 440GPM @ 8OPSI
(EACH PUMP) GAGE STYLE, 0-800PSI RANGE, 4-20mA OUT, LCD DISPLAY, CSA
1/2’NPT CONNECTION, NACE, ISOLATION DIAPHRAGM 1199
7-200/210 2 DRY-RUN PROTECTION DEVICE, TEMPERATURE TRANSMITTER 115AC, SLEEVE,
NTC TEMP SENSOR INSTALLED @ PUMP STATOR, TSE CONTROL DEVICE FOR
PANEL, 110-115V, 50-60Hz
PSV-200/210 2 PRESSURE RELIEF VALVE, MERCER 91-51J11T82L1, 2"~150f X 3"-1504RF,
BH-300 4 WCB CS BODY/BONNET, TEFLON SEAT, 316SS DISK/NOZZLE, LIQUID SERVICE
SET @ 150 PSI
VIB-200/210 2 VIBRATION  SWITCH, MURPHY VS2-EX
1'% 1SOLATION DIAPHRAGM BPCV/UNW-200/210| 2 BYPASS CONTROL VALVE, FISHER V200 2°~150fWAFER, WCC BODY, 317SST-CHROM
NOTE 1
ed! EM__o PLATED V-BALL, NACE, C/W BETTIS ELECTRIC ACTUATOR EMS00F-30-C7-11-130
8. X
POWER OPEN/CLOSE, FAIL LAST, 240C POWER, CSA, 9ODEG, 4-20mA INPUT
VIB
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( PIPING_SPECIFICATION: ROTATING RIGHT RRNSO1 NORMAL SERVICE DRAWING_REVISION WOTE: 9919_678
THS DRAWING CONTANS ROTATNG. RGHT CoRPORATION 225 ANSI PRESSURE TEMP MaTL 1/ || Rev DATE DESCRIPTION BY CHK ROTATING RIGHT T
NOTES: PROPRIETARY. AND CONFIDENTIAL INFORVATION AND 1S AP 150§ RF 285 Pl (1965 kPa) ~20/100F (~29/35C) cs | N A DEC 03/12 ISSUED FOR QUOTATION ANT | MWH J-11144C
‘2- L%SEET'SNSIRAE-LE[E’R'NR&'EA%G RIGHT NORMAL SPEC LOANED FOR LIMITED PURPOSES ONLY AND REMANS THE || AN 150f RF 285 PS1 (1965 kPa) 20/100F (-29/38%) | o5 | W B DEC 06/12 REVISED FOR QUOTATION RS |MWH WE DEC 03/12
- GASK » PROPERTY OF ROTATING RIGHT INC. IT MAY NOT BE BN 300f RF 740 PSI (5103 kPa) ~20/100F (-29/38°C) s | N 0 DEC 10/12 |SSUED FOR APPROVAL rs [mwr || PROCESS & INSTRUMENTATION DIAGRAM
1/8" SPIRAL WOUND W/ 316SS WINDINGS LINE NUMBER REPRODUCED IN WHOLE OR IN PART WITHOUT THE WN: | pg
3. USE ISOLATION DIAPHRAGMS UNDER ALL PI'S AND PIT'S 4—AN=01 WRITTEN PERMISSION OF ROTATING RIGHT INC. AND NUST [l 600F & 1490 P9 (o300 WPo) | O/uooT e/ 1 < L © . SR UAL FEUSED TR AR el CANEXUS LTD PARTNERSHIP
TO ISOLATE FROM PROCESS FLUID LINE SIZE NOT BE DISCLOSED TO PERSONS NOT HAVING NEED OF DN-1 900# RF 2220 PSI (15307 kPa) —20/100°F (-29/38°C) cs N 2 DEC 12/12 REVISED FOR APPROVAL LRS | MWH SCALE: NTS
4. PAINT SPEC ROTATING RIGHT RRSPS SPECIFICATION SUCH DISCLOSURE CONSISTENT WITH THE PURPOSE OF DN-2 900# RTJ 2220 PSI (15307 kPa) —-20/100°F (~29/38°C) cs N 3 DEC 13/12 ISSUED FOR CONSTRUCTION LRS | MWH DRAWING NO:
5. FOR INSPECTION PARAMETERS SEE PIPING SPECIFICATION DINE NUMBER oyt LOA. THE DOCUNENT MUST B RETURNED 10 |ov—1 T o0 7 305 7o @ e | 20/1007 Cosme | o 1w + | UL 05/12 ASBULT KL v OIL TRANSFER SKID PACKAGE
COMPLETION OF THE USE FOR WHICH IT WAS LOANED. EN-2 15004 RTY 3705 PSI (25545 kPa) =20/100°F (-29/38°C) cs N 5 OCT 17/13 AS—-BUILT MBR
FN=1 2500f RF 6170 PSI (42540 kPa) —-20/100°F (~29/38C) cs N BRUDERHE|M TERM|NAL SE—34—55—20 W4M B_PD_6784 01 C
FN-2 25004 RTJ 6170 PSI (42540 kPa) —20/100°F (-29/38°C) cs N I
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